
RIO   

RIO with 1HP engine can move huge volumes of 

water. 

Its low speed doesn't disturb or damage water 

ecosystems. 

 

 



MODEL 
RIO BRAVO AG 

10 M 

RIO BRAVO AG 

10 T 

RIO GRANDE AG 

20 M 

RIO GRANDE AG 

20 T 
Feeding voltage 

(V) -  
Frequency (Hz) 

230 - 50 380 - 50 415 - 50 230 - 50 380 - 50 415 - 50 

Nominal Power 
(Kw) 

0,75 1,5 

Insulation class F 

Protection IP58 

Reduction ratio 1/11,35 1/12,15 

Propeller model 3/740 3/930 

Feeding cable 
standard length 

(mt) 
5 

r.p.m. 1400 

Weight (kg) 38 42 

r.p.m. Propeller 123 115 

MODEL 
RIO BRAVO AG 

10 M 

RIO BRAVO AG 

10 T 

RIO GRANDE AG 

20 M 

RIO GRANDE AG 

20 T 
Feeding voltage 

(V) - 
Frequency (Hz) 

110 - 60 220 - 60 
220 - 

60 

380 - 

60 

460 - 

60 
110 - 60 220 - 60 220 - 60 460 - 60 

Nominal Power 
(HP) 

1 2 

Insulation class F 

Protection IP58 

Reduction ratio 1/13,40 1/14,35 

Propeller model 3/740 3/930 

Feeding cable 
standard length 

(mt) 
5 

r.p.m. 1650 

Weight (kg) 38 42 

r.p.m. Propeller 123 115 

 
Before  

 
After  
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