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M 160

COLD WATER HIGH PRESSURE CLEANERS WITH AXIAL PUMP



M - COLD WATER HIGH PRESSURE CLEANERS WITH AXIAL PUMP

relased

Hose reel

Motor thermal protection
quick coupling for low pressure water connection
Rubber wheels

Vertical design, ergonomic and handy
Axial piston pump with stainless steel and brass head
Direct total stop: automatically activates and disactivates the cleaner everytime the trigger is pulled or

SUPPLIED ACCESSORIES
1

N°

DESCRIPTION

Semilance with grip

Lance

Nozzle @ 1,00
Nozzle g 1,05
Nozzle g 1,15

Tubo A.P. - H.P Hose [=8 m - in M22 out 1/4'F

Detergent Lance

Brush

Rotating Nozzle g 1,05

A WEIGHTS AND DIMENSIONS MACHINE PACKAGING
@ MOD A B C Net X Y H Gross
¢ @H (mm] | [mm] | [mm] | [kg] | [mm] | [mm] | [mm] kgl
Y X M 320 | 280 | 850 12 300 | 400 | 620 14
M 160
code 0T1PF47MDN
[bar] 150
[MPa - psi] 16-2.300
max. flow rate [It/h] 480
pump AXIAL
stop system TS
pump speed [rpm] 2.800
max. absorbed power [Kw] 2,3
supply voltage [V-ph-Hz] 230-1-50
max. inlet temp. [°c] 40
pallet quantities [pz -pcs ] 24




